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DIMENSIONI, IMBALLO E PESO  DIMENSIONS, PACKAGING AND WEIGHT 
 
 
 

MODELLO 
MODEL 

LUNGHEZZA con 2 fianchi 
LENGTH with 2 end panels 

PROFONDITÀ 
DEPTH 

PESO 
WEIGHT 

DIMENSIONE IMBALLO 
PACKAGING DIMENSIONS 

PESO con imballo 
CRATED WEIGHT 

 mm in mm in kg lb mm in kg lb 

H
 1

15
1 

m
m

 / 
45

.3
1”

 

1100 1156 45.51” 1199 47.20” 240 529 1294x1311xH1359 50.9”x51.6”xH53.5” 300 661 

1600 1656 65.20” 1199 47.20” 335 739 1794x1311xH1359 70.6”x51.6”xH53.5” 414 913 

2100 2156 84.88” 1199 47.20” 425 937 2270x1311xH1359 89.4”x51.6”xH53.5” 522 1151 

3200 3256 128.19” 1199 47.20” 550 1213 3394x1311xH1359 133.6”x51.6”xH53.5” 692 1526 

1/30° 1568 61.73” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 

2/30° 1570 61.81” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 

2/45° 1606 63.23” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 

 

H
 1

35
1 

m
m

 / 
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.1
9”

 

1100 1156 45.51” 1199 47.20” 240 529 1294x1311xH1559 50.9”x51.6”xH61.4” 300 661 

1600 1656 65.20” 1199 47.20” 335 739 1794x1311xH1559 70.6”x51.6”xH61.4” 414 913 

2100 2156 84.88” 1199 47.20” 425 937 2270x1311xH1559 89.4”x51.6”xH61.4” 522 1151 

3200 3256 128.19” 1199 47.20” 550 1213 3394x1311xH1559 133.6”x51.6”xH61.4” 692 1526 

1/30° 1568 61.73” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 

2/30° 1570 61.81” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 

2/45° 1606 63.23” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 

 
1 fianco spessore 28 mm   1 end panel 28 mm / 1.1” thick 
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DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 

UC  
CON MOTORE A BORDO  
WITH CONDENSING UNIT ON BOARD  

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

V/Ph/Hz  208-220/1/60 

MODELLO CAVALLI BREAKER 
SIZE 

MCA MOP RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL COMP. HP CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 HP A A A W/h 

-30°C  
BTU/h 
-22°F 

°C °F U.R.  
R.H. 

°C °F 

1100 2 15 13 19 1500 5.115 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 2 15 13 19 1500 5.115 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 2 20 14 20 1500 5.115 30°C 86°F 55% -2°C;-18°C    +28.4°F;-0.4°F 

1/30° 2 15 12 19 1500 5.115 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° 2 15 13 19 1500 5.115 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° 2 15 12 18 1500 5.115 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

 

 

UC  
CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED CONDENSING UNIT  

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

TRIFASE - V/Ph/Hz  400/3/50 MONOFASE - V/Ph/Hz  230/1/50 

     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 trifase 

400/3/50 
monofase 
230/1/50 

trifase 
400/3/50 

monofase 
230/1/50 

°C °F U.R.  
R.H. 

°C °F 

W A W A W/h 
-30°C  

BTU/h 
-22°F 

W/h 
-30°C  

BTU/h 
-22°F 

1100 1633 5.28 1840 8.98 1200 4.092 1085 3.700  35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 2201 7.62 2121 11.32 1580  5.387 1750 5.968 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 2689 9.76 2319 12.36 2100  7.161 1750 5.968 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 3092 12.00   2780 9.480   35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1/30° 1635 5.29 1842 8.99 1200  4.092 1085 3.700  35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° 1718 5.64 1925 9.34 1200  4.092 1085 3.700  35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° 1588 4.68 1795 8.38 1200  4.092 1085 3.700  35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 TD* 2046 7.83 2253 11.53 1190 + 
615 

4.058 + 
2.097

1085 +  
615

3.700 +  
2.097

35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 TD* 2614 10.38 2534 14.08 
1580 + 
615 

5.388 + 
2.097

1750 +  
615

5.868 +  
2.097 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 TD* 3822 12.78 3662 20.18 
1580 + 
1580 

5.388 + 
5.388

1750 +  
1750

5.868 + 
5.868 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

 
*TD = vetrina con settore temperatura differenziata    *Showcase with a differentiated temperature sector  
 
 

 

CON MOTORE REMOTO ENTRO 22 METRI  
WITH CONDENSING UNIT WITHIN 22 METERS  
  

TENSIONE E FREQUENZA / VOLTAGE AND FREQUENCY 

TRIFASE - V/Ph/Hz 400/3/50 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 trifase 

400/3/50 
trifase 
400/3/50 

°C °F U.R.  
R.H. 

°C °F 

W A W/h 
-30°C  

BTU/h 
-22°F 

1100 1923 5.98 1580  5.388 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 2411 8.12 2100  7.161 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 2529 8.66 2100  7.161 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 3842 14.30 3150  10.742 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1/30° 1925 5.99 1580  5.388 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° 2008 6.34 1580  5.388 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° 1958 6.13 1580  5.388 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1100 TD* 1218+635 4.98+2.2 865+865  2.950+2.950 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 TD* 2041+635 6.82+2.2 1580+865  5.388+2.950 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 TD* 2529+635 9.06+2.2 2100+865  7.161+2950 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 TD* 2.802+1710 10.50+5 2100+2100  7.161+7.161 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

 
*TD = vetrina con settore temperatura differenziata    Showcase with a differentiated temperature sector  
 


