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SEZIONI    SECTION VIEWS 

PASTICCERIA “FIX” CON MENSOLE REFRIGERATE 
“FIX” PASTRY display case with refrigerated shelves 

 

 
 
DIMENSIONI, IMBALLO E PESO  DIMENSIONS, PACKAGING AND WEIGHT 
 

 
 

MODELLO 
MODEL 

LUNGHEZZA con 2 fianchi 
LENGTH with 2 end panels 

PROFONDITÀ 
DEPTH 

PESO 
WEIGHT 

DIMENSIONE IMBALLO 
PACKAGING DIMENSIONS 

PESO con imballo 
CRATED WEIGHT 

 mm in mm in kg lb mm in kg lb 

H
 1

15
1 

m
m

 / 
45

.3
1”

 1100 1156 45.51” 1199 47.20” 200 441 1294x1311xH1359 50.9”x51.6”xH53.5” 260 573 
1600 1656 65.20” 1199 47.20” 275 606 1794x1311xH1359 70.6”x51.6”xH53.5” 354 780 
2100 2156 84.88” 1199 47.20” 350 772 2270x1311xH1359 89.4”x51.6”xH53.5” 447 985 
3200 3256 128.19” 1199 47.20” 460 1014 3394x1311xH1359 133.6”x51.6”xH53.5” 602 1327 
1/30° 1568 61.73” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 
2/30° 1570 61.81” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 
2/45° 1606 63.23” 1199 47.20” 325 717 1749x1363xH1359 68.9”x53.7”xH53.5” 405 893 

 

H
 1

35
1 

m
m

 / 
53

.1
9”

 1100 1156 45.51” 1199 47.20” 200 441 1294x1311xH1559 50.9”x51.6”xH61.4” 260 573 
1600 1656 65.20” 1199 47.20” 275 606 1794x1311xH1559 70.6”x51.6”xH61.4” 354 780 
2100 2156 84.88” 1199 47.20” 350 772 2270x1311xH1559 89.4”x51.6”xH61.4” 447 985 
3200 3256 128.19” 1199 47.20” 460 1014 3394x1311xH1559 133.6”x51.6”xH61.4” 602 1327 
1/30° 1568 61.73” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 
2/30° 1570 61.81” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 
2/45° 1606 63.23” 1199 47.20” 325 717 1749x1363xH1559 68.9”x53.7”xH61.4” 405 893 

 

1 fianco spessore 28 mm   1 end panel 28 mm / 1.1” thick 

 
DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 

VAD  
H 1351 / 53.19” 

UC CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED 
CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 
 
V/Ph/Hz  208-220/1/60 

MODELLO POTENZA POTENZA ASSORBITA MCA MOP RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL COMP. HP CURRENT CONSUMPTION CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 

 HP W A A A W/h 
-10°C  

BTU/h 
+14°F 

°C °F U.R.  
R.H. 

°C °F 

1100 1/3 768 9.69 16 22 880 3.001 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1600 3/8 955 11.5 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2100 1/2 1132 13.11 19 25 1350 4.604 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/30° 3/8  918 11.32 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1/30° 3/8  909  11.18 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/45° 3/8  918 11.14 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1100  MR* 1/3 1959 9.62 14 20 2130 7.263 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1600  MR* 1/3 2020 9.89 15 20 2130 7.263 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2100  MR* 1/8 2660 12.76 19 30 2823 9.626 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/30° MR* 1/3 1894 9.58 16 22 2130 7.263 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/45° MR* 1/3 1894 9.58 16 22 2130 7.263 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 
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DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 

VBD  
H 1151 / 45.31” 

UC CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED 
CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 
 
V/Ph/Hz  208-220/1/60 

MODELLO POTENZA POTENZA ASSORBITA MCA MOP RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL COMP. HP CURRENT CONSUMPTION CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 

 HP W A A A W/h 
-10°C  

BTU/h 
+14°F 

°C °F U.R.  
R.H. 

°C °F 

1100 1/3 714 9.58 16 22 880 3.001 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1600 3/8 923 11.36 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2100 1/2 1092 12.94 19 25 1350 4.604 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/30° 3/8  894 11.14 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

1/30° 3/8  894 11.14 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

2/45° 3/8  894 11.14 16 22 1100 3.751 27°C 81°F 55% +4°C; +8°C    +39°F; +46°F 

 
 
 

 
VAD  
H 1351 / 53.19” 

UC CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 MONOFASE - V/Ph/Hz  220/1/60 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 Monofase 230/1/50 Monofase 220/1/60 Monofase 230/1/50 Monofase 220/1/60 °C °F U.R.  

R.H. 
°C °F 

W A W A W/h 
-10°C  

BTU/h 
+14°F 

W/h 
-10°C  

BTU/h 
+14°F 

1100 718 4.30 836 5.26 817 2.786 880 3.001 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1600 996 6.7 952 5.27 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2100 1068 5.45 1128 5.78 1315  4.484 1350 4.604 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

3200 1523 7.23 1469 8.94 1927  6.571 1470 5.013 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/30° 960 5.91 916 5.11 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1/30° 951 5.87 907 5.07 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/45° 960 5.91 916 5.11 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1100  MR* 1325 6.17 1876 5.72 1927 6.571 1501 5.118 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1600  MR* 1636 8.13 2170 10.89 2360  8.048 1776 6.056 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2100  MR* 2068 10.04 2810 13.76 2668  9.098 2353 8.024 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/30° MR* 1470 7.13 2004 9.89 2360  8.048 1776 6.056 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/45° MR* 1470 7.13 2004 9.89 2360  8.048 1776 6.056 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 
 

*con mensole refrigerate  / with refrigerated shelves 

 
 

 
VBD  
H 1151 / 45.31” 

UC CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 MONOFASE - V/Ph/Hz  220/1/60 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 Monofase 230/1/50 Monofase 220/1/60 Monofase 230/1/50 Monofase 220/1/60 °C °F U.R.  

R.H. 
°C °F 

W A W A W/h 
-10°C  

BTU/h 
+14°F 

W/h 
-10°C  

BTU/h 
+14°F 

1100 694 4.2 812 5.16 817 2.786 880 3.001 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1600 964 5.93 920 5.13 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2100 1028 5.27 1088 5.60 1315  4.484 1350 4.604 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

3200 1427 6.95 1403 8.66 1927  6.571 1470 5.013 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/30° 936 5.8 892 5.00 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

1/30° 936 5.8 892 5.00 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 

2/45° 936 5.8 892 5.00 1096  3.737 1100 3.751 35°C 95°F 60% +4°C; +8°C    +39°F; +46°F 
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DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 
VAD  
H 1351 / 53.19” 

CON MOTORE REMOTO ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS 

TENSIONE E FREQUENZA / VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 MONOFASE - V/Ph/Hz  220/1/60 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 Monofase 230/1/50 Monofase 220/1/60 Monofase 230/1/50 Monofase 220/1/60 °C °F U.R.  

R.H. 
°C °F 

W A W A W/h  
-10°C  

BTU/h  
+14°F 

W/h  
-10°C  

BTU/h  
+14°F 

1100 790 4.76 746 3.96 1096 3.737 1100 3.751 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 862 4.14 972 4.37 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 1016 5.30 1292 6.34 1448 4.938 1666 5.688 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 1433 6.62 1418 6.84 2360 8.048 1666 5.688 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° 826 3.98 936 4.21 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1/30° 817 3.94 927 4.17 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° 826 3.98 936 4.21 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1100  MR* 1165 5.07 1716 4.62 1927 6.571 1501 5.124 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600  MR* 1386 6.43 1920 9.19 2360 8.048 2130 7.271 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100  MR* 1818 8.34 2560 12.06 2668 9.098 2823 9.638 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° MR* 1340 6.23 1874 8.99 2360 8.048 2130 7.271 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° MR* 1340 6.23 1874 8.99 2360 8.048 2130 7.271 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

 

*con mensole refrigerate  / with refrigerated shelves 
 
 
 

 
VBD  
H 1151 / 45.31” 

CON MOTORE REMOTO ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS 

TENSIONE E FREQUENZA / VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 MONOFASE - V/Ph/Hz  220/1/60 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 Monofase 230/1/50 Monofase 220/1/60 Monofase 230/1/50 Monofase 220/1/60 °C °F U.R.  

R.H. 
°C °F 

W A W A W/h  
-10°C  

BTU/h  
+14°F 

W/h  
-10°C  

BTU/h  
+14°F 

1100 766 4.66 722 3.86 1096 3.737 1100 3.751 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1600 830 4.00 940 4.23 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2100 976 5.12 1252 6.16 1448 4.938 1666 5.688 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

3200 1367 6.34 1352 6.56 2668 9.098 1666 5.688 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/30° 802 3.87 912 4.10 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

1/30° 802 3.87 912 4.10 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

2/45° 802 3.87 912 4.10 1315 4.484 1375 4.689 35°C 95°F 60% -2°C;-18°C    +28.4°F;-0.4°F 

 


